
CORONADO 806
50W (max)
PAR20 Halogen
Line Voltage

FEATURES
• 340° tilt, 360° rotation
• Connects directly to 120V
• Die-cast & machined aluminum
• Stainless steel hardware
• S.P.S. Siphon Protection System
• Holds up to 3 optical accessories
• UL / cUL listed
• Three (3) year warranty

CORONADO 830
75W (max)
PAR30 Halogen
Line Voltage

FEATURES
• 200° tilt, 360° rotation (patented pivot system)
• Connects directly to 120V
• Die-cast & machined aluminum
• Stainless steel hardware
• S.P.S. Siphon Protection System
• Holds up to 3 optical accessories
• UL / cUL listed
• Three (3) year warranty

CORONADO 811
75W (max)
PAR30 Halogen
Line Voltage

FEATURES
• 340° tilt, 360° rotation
• Connects directly to 120V
• Die-cast & machined aluminum 
• Stainless steel hardware
• S.P.S. Siphon Protection System
• Holds up to 3 optical accessories
• UL / cUL listed
• Three (3) year warranty

MODEL

806 1/2" NPS side swivel stem

SOURCE
Halogen
50PAR20 50W / PAR20 / medium
Lamp not included

FINISH
Painted
BK
BZ
CS
VE
WT

Black
Bronze
City silver
Verde
White

VOLTS

120

MODEL

830 1/2" NPS stem with
locking clutch

SOURCE
Halogen
75PAR30 75W / PAR30 / medium
Lamp not included

FINISH
Painted
BK
BZ
CS
VE
WT

Black
Bronze
City silver
Verde
White

VOLTS

120

SOURCE
Halogen
75PAR30 75W / PAR30 / medium
Lamp not included

FINISH
Painted
BK
BZ
CS
VE
WT

Black
Bronze
City silver
Verde
White

VOLTS

120

MODEL

811 1/2" NPS side swivel stem
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SAMPLE NUMBER:  806-50PAR20-120-BK

SAMPLE NUMBER:  830-75PAR30-120-BK

SAMPLE NUMBER:  811-75PAR30-120-BK

Note: See "Accessories" section for Mounting Accessories, Glare Shields, Lenses, Louvers, Color Filters and Lamps.

IMPORTANT NOTE: This fixture accepts PAR20 lamps by all major lamp manufacturers except G.E. 




