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COOPER LIGHTING

HALO®

L3700 Low Voltage  Bachetta  with  Integra l  12V
Electronic  Transformer

Notes: Not for use with Four Circuit Trac

Finish: White (P), Black (MB)
Lamp:

75W 12V MR16
Accessories: L114 UV Filter 

L100 Series Filters 
L200 Baffle

L3703 Bachetta

Finish: White (P), Black (MB)
Lamp: 75W PAR30
Accessories: L1967 Barn Doors 

L214 UV Filter 
L200 Series Filters
L275 Cube Cell Louver 
Accessory clips supplied with fixture.

L3705 Bachetta

Finish: White (P), Black (MB)
Lamp: 150W PAR38
Accessories: L1967 Barn Doors 

L214 UV Filter 
L200 Series Filters
L275 Cube Cell Louver.
Accessory clips supplied with fixture.
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Max. Extension:
6 1/4” [159mm]

Max. Extension:
9 1/4” [234mm]

Max. Extension:
10 3/8” [263mm]

INTEGRAL
ELECTRONIC

TRANSFORMER
ACCEPTS COLOR 

FILTERS
ACCEPTS OPTICAL 

LENSES

12V

75W MAX 
12V MR16

BARN DOORS
AVAILABLE

75W MAX
PAR30

BARN DOORS
AVAILABLE

150W MAX 
PAR38

Halo Single and 2-Circuit
L650, L651, L652, L653
L641, L642, L643
L611, L612, L613
L1631, L1632

Halo “LA” Architectural
LA1L Converter required 
for use with Halo “LA” 
Linear Architectural Track:
LA631, LA632, LA633

Lazer Track
LZR102, LZR104, 
LZR106, LZR108

Halo 4-Circuit
L963 Converter required for
use with Halo 4-Circuit:
L621, L622, L623

L3703
L3705

L650, L651, L652, L653
L641, L642, L643
L611, L612, L613
L1631, L1632

LZR102, LZR104, 
LZR106, LZR108

Halo Single and 2-Circuit Lazer TrackL3700

Lampholder/Track Compatibility Lampholder/Track Compatibility


