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COOPER LIGHTING

HALO®

L957 Pendant  Adapter

Allows any chain hung fixture up to
35 lbs. to be suspended from track.
For use with Halo Single Circuit
Power-Trac only. Not for use on
sloped ceilings or walls.

Finish: White (P), Black (MB)

L967 Lampholder  Adapter  
with  Switch

Converts lampholders to on/off switched
unit. Use with single circuit or two circuit
trac only. Not for use with solid state low
voltage lampholders, HID lampholders or
fluorescent lampholders. Maximum of
300 watts.

Finish: White (P), Black (MB)

L968 Lampholder  Adapter
with  Dimmer  Switch

Converts lampholder to a dimmer and
on/off switched unit. Will control up to
150W lamp. Cannot be used with Low-
Voltage units, HID lampholders or
fluorescent lampholders. For use with
single circuit and two circuit trac only.

Finish: White (P), Black (MB)

L966 Out let  Adapter

5 Amps Max. For use with Halo Single
Circuit Power-Trac only.

Finish: White (P), Black (MB)

L2001 Low Voltage
Transformer

Allows use of L2760, L2716, L2701,
L2761 and L2736 on Halo Single
Circuit, 2-Circuit, Recessed, Raceway
and Lazer Track

Finish: White (P), Black (MB)

L961 Sign Hanger  with  
Hook

Will hold up to 35 lbs. Not for use
on sloped ceilings or walls.

Finish: White (P), Black (MB)

L2004 Low Voltage
Transformer

Allows use of Linea lampholders
(except LV301) on Halo Single Circuit,
Two Circuit, Recessed, Raceway and
Lazer Track

Finish: White (P), Black (MB)

L2005 50W Power-Trac  

Transformer

Allows use of Linea track fixtures  and pen-
dants on Halo Power-Trac or Lazer Track

Finish: Aluminum Haze (AH), White (P),
Matte Black (MB)


