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COOPER LIGHTING

HALO®

PAR30 Meta l  Ha l ide  Lampholder

L5130-35E: 35W electronic ballast
L5130-70E: 70W electronic ballast

Notes : Not for use with Four Circuit Trac
Finish: White (P), Black (MB)
Lamp:    35W, 70W PAR30 Metal Halide
Accessories:

L1963 Barn Door accepts L200 Series Color Filters and 
L275 Deep Cell Louver (color filters and louvers require L1963)
L252  Media Holder accepts L400  lenses and L274 Cube Cell Louver
L1973 Canopy Adapter

PAR38 Meta l  Ha l ide  Lampholder

L5138-70E: 70W electronic ballast
L5138-100E: 100W electronic ballast

Finish: White (P), Black (MB)
Lamp: 70W PAR30L, 70W, 100W PAR38 Metal Halide
Accessories: L1964 Barn Door accepts  L300 Series Color Filters

and  L277 Deep Cell Louver
L352 Media Holder accepts L200 Series lenses and
L275 Cube Cell Louver
L1973 Canopy Adapter
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Halo Single & 2 Circuit:
L650, L651, L652, L653
L641, L642, L643
L611, L612, L613
L1631, L1632

Halo Single and 2-CircuitL5130
L5138
L5038

Halo “LA” Architectural 
Linear Track

LA631, LA632, LA633

LA5130
LA5138
LA5038

Lampholder/Track Compatibility

P=White
MB=Black

5130
5130=MH PAR30

Lampholder

Fin ishes

Blank=120V
277=277V (for Halo

Architectural
Only)

Voltage

35E=35W Electronic
Ballast

70E=70W Electronic
Ballast

Bal last

L251=Accessory Holder
L1963=Barn Doors
L211=Medium Pink Color Filter

(use with L1963 or L251)
L212=Warm Red Color Filter (use

with L1963 or L251)
L214=UV Filter (for L1963 or L251)
L220=Daylight Blue Color Filter

(use with L1963 or L251)
L221=Medium Blue Color Filter

(use with L1963 or L251)
L230=Straw Color Filter(use with 

L1963 or L251)
L231=Medium Amber Color Filter

(use with L1963 or L251)
L241=Medium Green Color Filter

(use with L1963 or L251)
L275=Deep Cell Louver
L1973=Canopy Adapter

Accessor iesLampholder

L=Halo and Lazer Power-
Trac

LA=Halo Architectural

Track  System

P=White
MB=Black

5138
5138=MH PAR38

Lampholder

Fin ishes

Blank=120V
277=277V (for Halo

Architectural Only)

Voltage

70=70W Electronic
Ballast

100=100W
Electronic
Ballast

Bal last

L1964=Barn Doors
L312=Warm Red Color Filter (use

with L1964)
L314=UV Filter (use with L1964)
L320=Daylight Blue Color Filter

(use with L1964)
L330=Straw Color Filter (use

with L1964)
L331=Medium Amber Color

Filter (use with L1964)
L341=Medium Green Color Filter

(use with L1964)
L1973=Canopy Adapter

Accessor iesLampholder

L=Halo and Lazer
Power-Trac

LA=Halo Linear
Architectural

Track  System


