


eLED Lamp Module
The eLED module is an inte-
grated unit. There are no
replaceable parts .  In addi-
tion to the LED itself,  the
module contains an electron-
ic circuit which helps to
maintain constant brightness
as the batteries are dis-
charged. Flashlights with
standard filament lamps
loose brightness steadily as
the batteries are consumed.

Beam In And Out-Of-Water 
The front element of the
Projection Optics System
allows the 13° out-of-water
beam angle to expand to
almost 20° in-water for
hotspot free illumination of
close-up subjects. The high
color temperature or daylight
quality of the light beam
allows light to travel farther
underwater, due to less
absorption than that which
occurs with light from stan-
dard filament lamps. 

O-Ring Seal
The O-ring and sealing sur-
faces must be kept clean and
lubricated with silicone
grease in order to maintain
the watertight seal and
smooth rotation of the bezel.
During cleaning remove the
O-ring with your fingers. Do
not use tools which can dam-
age the O-ring and sealing
surfaces.

Limited Lifetime Warranty
UK International products

are engineered for maximum
performance and durability.
All products  carry a Limited
Lifetime Warranty to the orig-
inal retail purchaser to be
free from defective material
and workmanship under nor-
mal and intended use.  In
addition, the UK International
Limited Warranty covers
materials used in its products
to the original purchaser,
from the date of purchase, as
follows:  plastics for 10 years;
fabrics and rubber for 3
years; rechargeable batteries
for 90 days; and lamps for 30
days (batteries and lamps
are not manufactured by UK
International).

In the event the original
retail purchaser detects a
defect in the material or
workmanship, the product
along with proof of purchase
date should be returned to an
authorized UK International
dealer or directly to UK
International with the
postage prepaid.  UK
International agrees to repair
or replace at UK
International' sole discretion
any product found to be
defective in material or work-
manship within the time peri-
od specified above.  For the
complete Limited Lifetime
Warranty  write to UK
International.

Address all correspon-
dence and returns to:

UK International
13400 Danielson Street
Poway, CA 92064

For over a 30 years, UK has
been designing and manu-
facturing scuba lights to
enhance the diving experi-
ence. We believe that it is
important to take at least one
light on every dive just to see
the incredible beauty that
lies hidden in the shadows
under coral and rocks. Our
lights are the standard for
scuba divers around the
world.  We have designed all
of our lights to be incredibly
bright, rugged, compact, and
waterproof to at least 500
feet. You can be assured that
each light includes the latest
technology and is the bright-
est, smallest and most pow-
erful in its class. With mini-
mal care your Underwater
Kinetics light will give you
years of trouble-free service.

Battery Installation
To install batteries, hold the
case in the position shown.
Drop the batteries one by
one into the case in the order
shown.  Make sure that the
(+) end of the battery is down
for 1 and 2 and up for batter-
ies 3 and 4. Next insert the
lamp module into the case.
Place the bezel over the lamp
module and screw it onto the
case.  

ON / OFF
To operate the Mini Q40 eLED
Plus screw the bezel down
by twisting clockwise until
the lamp comes ON. Turn the
light OFF with at least 1-1/2
counter-clockwise turns of
the bezel.

Thank you for purchasing this
Underwater Kinetics Scuba
Diving light. It utilizes the lat-
est LED technology along

with UK’s projection optics
to provide you with reliable
high efficiency lighting. Batteries can vent hydrogen

gas and possibly cause  an
explosion if they are (1)
installed without the proper
polarity, (2) not the same
type, brand name and age
or (3) completely 
discharged.
> Load batteries according

to the  diagram.
> Discard all batteries as

soon as they are drained
or no longer produce
light.

> Do not mix batteries of
different type, brand or
age.

Care and Maintenance
■ Keep area around the
O-ring clean.

■ If the light floods, empty it
immediately, rinse with
fresh water and dry com-
pletely before reassembly.

■ Replace the
reflector/lamp, which con-
tains a hydrogen absorbing
catalyst, if it gets wet.

■ Do not store batteries in
the light for long periods of
time; they may leak and
damage the light.

Bezel

O-Ring

2

1

3

4

Note:  
The Mini Q40 eLED
Plus will not light if
the batteries are not
inserted with the
polarity as shown.
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MQ40 eLED Plus stays bright

Lens
(convex curve
toward bezel)

14850
eLED plus
Lamp
Module

Mini Q40
eLED Plus Case

Four
Alkaline
AA-Size
(LR6)
Batteries



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


