
Star Micronics has the printing solution sought after in Public Safety
and Law Enforcement for printing e-citations and summons. W-i-d-e
Width paper capacity up to 4.4 inches provides ample room for legible
e-citations printed at high speed thermal printing. The Vertical Mount
Stand can be affixed to vehicle consoles for space savings, "drop in
and print" paper roll replacement for time and convenience for effortless
printing and delivery. This advantage allows the officer to keep watch
on suspects while processing citations. The Mobile Power Supply Adapter
for in-vehicle operation retains printing speed of 150 mm/sec every
time the printer is in operation. The features and benefits all add up to
simple and easy e-citation printing for law enforcement officers.

� No messy ribbon, ink or toner replacements
� Wide paper width of 4.4"
� Barcode printing
� Jam Proof Cutter is a Standard Feature
� External Paper Feed Slot for Fan Folded Tickets
� Quick Paper Replacement, “Drop In & Print”
� Low Power Consumption when in print and standby modes
� High Reliability (37 million lines of print, 1 million cuts)
� Connectivity in USB, Serial, Parallel and Ethernet
� 3 Year Limited Warranty at time of purchase
(Extended Warranty Plans Available)
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The TSP800 E-Citation printer prints faster than any battery operated
printers, produces output that is clearer than an inkjet printer, and it is
smaller than a shoebox in size. The paper roll capacity is nearly 4
inches in diameter (about 500 tickets per roll ). Print more tickets and
change the paper less! 

In addition, the TSP800 E-Citation printer will save you time and
money, no printer consumables to purchase.
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•High Speed 31 RPM (150mm/sec) barcode & ticket printer

with autocutter

•Unique 3” to 4.4” print width

• Internal or external paper feed (external for large capacity

or security applications)

•Compact Footprint

• “Drop in & Print” paper loading

• Includes Windows Vista™ “built-in” drivers (Inbox drivers)

• Vertical Mounting
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TSP800 Specifications
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Features

TSP800 E-Citation Printer
Hardware
Ultra Fast 31 RPM (Receipt Per Minute) (150mm/s)

Wide Area Printing (112mm)

“Drop-In & Print” Clamshell Design 

Small Footprint

Receipt, Ticket & Label Paper Available
(Up to 0.15mm thick)

Two Color Print Capable

Jam Proof, Patented Cutter with Full or Partial Cut

Swappable Communication Interface

Rear Feed Slot Available for Large Paper Roll

Horizontal or Vertical Use

Software  
Zoom Raster Driver:
A4 to 4 inch receipt or 3” to 4 inch receipt
Logo Utility (Store Logos, Coupons, and Graphics.)
Automatic Second Copy with Raster Driver
Memory Switch Configuration / Setup Utility
Ethernet / WiFi Interface Setup Utility

Connectivity

Note: Connections in bold are supported; 
grayed-out connection types may be 
supported by special demand.

9-pin Serial
25-pin Serial
Parallel
USB
Powered USB
Ethernet
WiFi

Dual 9-Pin Serial / USB
Virtual Serial Port to USB
Virtual Serial Port to Ethernet

Drivers 

Note: Drivers in bboolldd are immediately
available; grayed-out operating systems
may be supported on request.

Windows
98, ME
NT 4.0
WEPOS
2000, XP
CE
XP Embedded
VISTA 32 or 64 bit

OPOS
Java POS
Linux
Mac OSX

What's Included
Start Up Paper Roll
User Manual
Ferrite Core (Parallel, USB, Ethernet Models)
TSP800 printer with auto cutter

Optional Accessories

External Power Supply (PS60A)
Mobile Automotive 24V Power Supply Adaptor
Wall Mount Kit (WB-T800)
Vertical Stand Kit (WS-T800)
Paper Guide for 80mm Paper Width (DIVIDER TSP800)
Ticket Alarm Buzzer (BU01-24-A)

PDF417 Barcode Printing (Special Version)

Available in Putty or Gray

Technical Specifications

Print Method : Direct Thermal
Print Speed : 31 RPM (Receipt Per Minute) (150mm/s)
Paper Width : 112mm / 80mm(option)
Paper Thickness : 0.065 - 0.15mm
Paper Diameter : Maximum 100mm
Emulation: Star Line Mode, Star Page Mode, DP8340
Mode, ESC/POS

Power: 24VDC
Resolution: 203 dpi
MCBF: 37 Million Lines
Cutter: 1 Million Cuts
Dimensions: W=180mm, H=148mm, D=213mm

Warranty For US and Canada: 3-year Limited Warranty, plus optional Extended Services Agreement Policies (Extend-A-Star and Swap-A-Star)

For Further Information
Sales: 1-800-782-7636 x107
Technical Support: 1-800-782-7636 x105

Web: http://www.starmicronics.com 


