
Model # NEW NEW NEW NEW NEW NEW

New Model # LS21160 LS21160T LS27270 LS27270T LS33340 LS33340T

Weight(lbs.) 380 395 415 430 447 462

Drive Type Direct Drive Direct Drive Direct Drive Direct Drive Direct Drive Direct Drive

L x W x H 76" x 44" x 39" 76" x 44" x 39" 76" x 44" x 39" 76" x 44" x 39" 76" x 44" x 39" 76" x 44" x 39" 

Make Honda GC Honda GC Honda GX Honda GX Honda GX Honda GX

Displacement 160cc 160cc 270cc 270cc 340cc 340cc

Start Type Recoil Recoil Recoil Recoil Recoil Recoil

Fuel Capacity .5 Gallon .5 Gallon 1.3 Gallon 1.3 Gallon 1.6 Gallong 1.6 Gallon

Splitting Force 21 Ton 21 Ton 27 Ton 27 Ton 33 Ton 33 Ton

Operation Positions Horizontal & Vertical Horizontal & Vertical Horizontal & Vertical Horizontal & Vertical Horizontal & Vertical Horizontal & Vertical

Maximum Log Length 24" 24" 24" 24" 24" 24"

Pump 10 GPM 2-Stage 10 GPM 2-Stage 13 GPM 2-Stage 13 GPM 2-Stage 16 GPM 2-Stage 16 GPM 2-Stage

Cylinder 4.00 x 24.00 4.00 x 24.00 4.50 x 24.00 4.50 x 24.00 5.00 x 24.00 5.00 x 24.00

Cycle Time 14 Seconds 14 Seconds 14 Seconds 14 Seconds 14 Seconds 14 Seconds

Tires 4.8" x 8" 4.8" x 8" 4.8" x 8" 4.8" x 8" 4.8" x 8" 4.8" x 8"

Lights, Fenders, & Vin Tag N/A Standard N/A Standard N/A Standard

Highway Towable N/A Yes N/A Yes N/A Yes

2 Year Homeowner                                   

1 Year Commercial

2 Year Homeowner                                  

1 Year Commercial

2 Year Homeowner                             

1 Year Commercial

2 Year Homeowner                              

1 Year Commercial

2 Year Homeowner                              

1 Year Commercial

2 Year Homeowner                              

1 Year Commercial
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